
VIDEO

WIDE RANGE OF FEATURES

BCW28 Plus
BODY WORN CAMERA

The MVP BCW28 Plus Body Worn Camera 
features a design that is light and compact 
as it is futuristic. It features up to 
140-degree wide angle recording, longer 
distance for vision at 10m, and longer battery 
life. It’s rated IP67 for superior protection 
when dropped into a body of water up to a 
meter deep for 30 minutes.

Wide Angle at 
140 degrees

Bigger Battery Longer distance for 
night vision

Lighter weight IP67 for water and 
dust protection
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MVP BODY WORN CAMERA SOLUTION

TECHNICAL SPECIFICATIONS

STANDARD ACCESSORIES
Our body worn camera comes with 
 1 metal clip
 1 USB cable
 1 charger

VIDEO

MAIN FUNCTIONS
Lens & Sensor 2M CMOS sensor, 140-degree diagonal   
  wide-angle
Screen   2.0-inch color screen, high brightness 
  800cd/㎡
Playback  Supports video, audio, picture playback,  
  Forward and backward playback mode,  
  and different speeds
Storage  32GB, up to 256GB (MicroSD card)
One touch Rec. Press REC button to start up camera and  
  start recording

VIDEO
Resolution  1296P30, 1080P30, 720P60, 720P30  
  480P60, 480P30
Format  MP4
Compression H.264
Recording Supports 11 hours continued recording   
  based on resolution 1080x720 30FPS
Angle  Supports 140-degree wide-angle
Video clip  5mins, 10mins, 15mins, 20mins
  30mins, optional
Pre-recording Supported
Post-recording 5s to 45mins
Motion detection Supported

PHOTO
Picture  5~32 Mega pixels
Format  JPEG

NIGHT VISION
Distance Up to 10 Meters
IR switch  Manual or Auto

POWER
Battery   2700mAh
Working hrs 720P continues working around 11 hours 
Standby 240 hrs
Charging  About 3.5 Hrs

OTHER FEATURES
Weight  132g
Dimension  84 × 56 × 27 (mm)
Working Temp  -15－40℃
Protection IP grade IP67
LED light  Red, yellow, green
Startup time  Less than 3s

Combines our body worn camera with docking station* and user-friendly 
software* (Video Evidence Management system).

*: Sold separately. Minimum PC requirements: Windows OS, i5 processor, 4GB RAM; per PC can support up to 
3 multi-dock station of 18 sets video downloads.


